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Instruction for using
       ladder with 
a maximum loading
   capacity 150 kg.

7 Pictograms 



   structure). 
m) The locking system of extension ladders must be checked and fully locked before use,

    the lock. 
4 Use 
a) Do not overrreach! 

c) Always face the ladder as you climb up or down. 

e) Avoid work that imposes a side loading, such as side/on drilling through solid materials. 

g) When using the ladder, do not wear unsuitable shoes. 

j) Do not use the ladder if it is fouled or stained with wet paint, mud, oil or snow. 

   pedestrians, vehicles or doors. Where possible, secure doors (not the emergency exits) and win
   dows within the working space of the ladder. 

     as overhead power lines or other exposed electric appliances, and do not use the ladder in places 
     exposed to electrical hazards. 

o) Do not use the ladder as a bridge. 
p) Do not move the ladder while standing on the rungs. 
q) Ladder for home use. 
r) Ladder for professional use. 
s) Leaning ladders with rungs must be erected at a correct angle. 
t) Leaning step ladders must be erected so that the step surfaces are horizontal. 

    secured, if necessary. 

5 Storage 

  ssive heat); 

  on an even surface); 
- store the ladder where it cannot be damaged by vehicles, heavy objects, or dirt; 
- do not store the ladder where it could jeopardize, or be a barrier to, driving vehicles; 
- secure the ladder during storing making sure that it cannot be used by unauthorised person; 

  climbing (e.g. by children); 
6 Repairs and maintenance 

If need be, contact the manufacturer or the reseller to repair or replace parts, e.g. feet. 

EN       In
ALW, ALW RS, JHR, JOR, ORW, ORW3D, TOR, JHR P, SHRP, VHR, VHR V, VHR L, DHR, SHR, HPP, DHR R 
Each user of a ladder must read this User Manual prior to use. 
1 Checklist 
The following items must be checked prior to each use of the ladder: 
- check the hangers / side rails and make sure they are not bent, wrinkled, twisted, cracked, 
   corroded, or decayed; 

  are in agood condition

  not corroded (normaly the rivets or screws...)   
- check the rungs / steps and make sure that they are not missing, loose, worn excessively, corroded 
  or otherwise damaged; 
- check and make sure that the hangers between the front and rear parts are not damaged, loose, or 
  corroded; 
- check the lock and make sure that it remains horizontal, that the rear feet and spreaders are not 
  missing, or bent, loose, corroded, or otherwise damaged; 
- check the hooks and make sure that they are not missing, damaged, loose, or corroded and lock 
  the rungs correctly; 
- check the guide brackets and make sure that they are not missing, damaged, loose, or corroded 
  and that the couplings click in correctly; 
- check the ends (feet) and make sure that they are not missing, loose, too worn, corroded 
  or otherwise damaged; 
- check and make sure that the whole ladder is not fouled (e.g. dirt, mud, paint, oil, or grease); 

  that it is not corroded or damaged; 

used.
2 Before using the ladder 

    the ladder is not damaged and is safe to use. Do not use a damaged ladder. 
d) Prevent damage to the ladder during transport, e.g. fasten and secure the ladder 
    in an appropriate place to prevent its damage. 
e) Make sure that the ladder is suitable for the intended use. 

g) In the event of professional use, risk assessment must be conducted to make sure that the legal 

h) If the ladder is supplied with stabilizers / bars, such stabilizers / bars must be fastened by the user     

i) Before using, fully open the ladder. 

a) Do not exceed the maximum load of the ladder. 

c) Do not use the ladder on a dirty and greasy base. 

e) Do not lean the ladder against inappropriate surface.
f) Only use the ladder with the locking system on. 
g) Stepladders must not be used as leaning ladders, unless designed to be used in this way. 

d) Only use the ladder in the indicated direction, only if necessary due to ladder structure (ladder
     erection direction).

two steps/rungs of the stepladder above the joint with an extension ladder section in the upper
part.
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